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PART NUMBERING: D4932-1-035 


BASIC PART 
LENGTH IN TENTHS OF AN INCH 


EXAMPLE: D4932-1-035 = PART 3.5 INCHES LONG 
EXAMPLE: D4932-1-120 = PART 12 INCHES LONG 
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EG: D4932-1-120 KWS CARBIDE WEAR STRIP 


D4932-1-YYY KWS CARBIDE WEAR STRIP 


NOTES: 
1) MATERIAL: KWS-XX-ATC CARBIDE WEAR STRIP (XX = LENGTH IN INCHES, EG: KWS-12-ATC FOR A 12" LENGTH) 
SUPPLIER: KENCO ENGINEERING INC, 
PO BOX 1467 ROSEVILLE, CA 95678 
2155 PFE ROAD, ROSEVILLE, CA 95747 
TEL: 800-363-9859, 916-782-8494 FAX: 916-783-3494 
WWW.KENCOENGINEERING.COM 
2) FINISH: NONE 
3) TOLERANCES: PER DART QSI 018 UNLESS OTHERWISE NOTED 
4) UNITS: INCHES UNLESS OTHERWISE NOTED 
5) BREAK SHARP EDGES: 0.005 TO 0.010 MAX 
6) IDENTIFICATION: NONE 
7) WEIGHT: 0.125 LBS/INCH 


SPECIFICATION CONTROL DRAWING 


EG: D4932-1-035 KWS CARBIDE WEAR STRIP 
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